
HIGH GLOSS HIGH FASHION HIGH DESIGN



A solid high-gloss acrylic material,

Parapan® is dramatically more durable

than lacquer and other finishes. 

The colour runs all the way through 

and will never fade.

Waterproof and very repairable, it takes

the knocks and bangs of everyday life

with equanimity making it perfect for

any vertical surface - from drawer fronts

and doors to wall cladding.

Available in a wide range of colours,

Parapan® can be made to any size and

also thermoformed into curves.

Solid acrylic 18mm thick

Highly glossy

Panels or doors bespoke up to 3m x 1m

Available in 4mm thickness

23 colour choices

Hygienic and waterproof

Curved to your requirements

Durability and lasting performance

UV stable so will not fade

Different edge treatments available

Front cover image
Retail: Chanel in-store display, working with quality
brands, by Retail Plastics Plus Ltd.



Furniture
Wall panelling and cupboard fronts in a Hampstead
villa by Harrison Varma Construction Ltd.

Retail
Christian Dior Display, for superior in-store displays
or window dressing, by Cole Joinery.

Leisure
Parapan® panels used as a wall design in the
Hamburger Union, Tottenham Court Road,
London, by DuBoulay Contracts Ltd.

Retail
Ibis Jewellery Shop, combined with other
materials creates diverse effects, by Design
Dimensions.



Retail
Juice bar with red Parapan®. Fruit design

and plastic fabrication by Plastic Projects
of Colchester.

Juice bar design by Agile Space. 

Office
Reception desk at Pace Micro Technology.

Commercial Kitchen
Lucy Cooks Cookery School by 
English Hardwood Design.



Leisure
Clarins, quality materials for quality

times, by Maxfield Jarvis Ltd.

Furniture
Bedroom furniture by Deane Wardrobes.

Office
Parapan® adds a touch of high gloss and glamour
in Shroders boardroom.



Office
Reception desk in Parapan® and Corian®.

Furniture
Shelving Unit, Unique storage solutions,
by Hogarth Architects.

Office
Reception desk at Allen & Overy Law firm.



Hospitality
Gateshead Civic Centre by Storer 
Refrigeration and Catering Design Ltd.

Retail
Christian Dior Display, for superior in-store displays

or window dressing, by Cole Joinery.

Hospitality
Curved Parapan® specified for hotel bathrooms



Retail
Black and Red Parapan® used in Lab Sport stores by

CKJ Joinery Manufacturing Ltd.



"Green" Reasons for specifying Parapan®

Parapan® is 100% recyclable.  Any Parapan® waste produced in the UK is either used for samples or recycled so
CD(UK)LTD is a Zero Waste company in terms of Parapan®.  

Set out below is the actual process for recycling Parapan®:

1. Parapan® is graded - the process below relates to cast acrylic.

2. Parapan® is shredded into small chips about 30mm in size.

3. Chips are then granulated down to about 8mm pieces.

4. The granulated acrylic is then put through a distillation process to extract the PMMA (Poly methyl-methacrylate)

5. The PMMA will then be used to make new forms of plastic, acrylic or even acrylic paint

In addition Parapan® contains less than 0.1% of the following materials:

Heavy metals including lead(Pb), mercury(Hg), cadmium (Cd),hexavalent chrome(Cr);

Halogen and similar compounds such as polybromate biphenyl (PBB), and polybromate diphenylether (PBDE).

Phosphorus and its compounds

Sulphur and its compounds

Formaldehyde and its compounds.

Commercial Washroom/Healthcare
Washrooms, non-porous, hygienic and easy to clean
by Frank Shaw Associates.

Hospitality
Maroon Parapan® in the North Circle Bar, 
The Royal Albert Hall



Parapan® Edge Treatments and Finger Pulls
Below is a choice of interesting and unusual edge treatments available for 18mm thick Parapan® doors.

This provides an original and unique touch to the finished product.

1mm 
Radius Edge

2mm 
Radius Edge

3mm 
Radius Edge

6mm 
Radius Edge

Scooped Finger PullFront Curved 
Finger Pull

Front Straight 
Finger Pull

Straight 
Finger Pull

Curved Finger Pull 
15mm Radius

variable50mm 50mm

Parapan® Finger Pull Handles
Below is a choice finger handles. Please note: Front finger pulls not available on curved Parapan® doors.
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Parapan® Doors and Panels...
... are the finest quality solid high gloss kitchen doors and drawers in the

market.

... are SOLID because they are 18mm thick acrylic all the way through, not
coated or laminated. This is also why they are so unique!

... are hardwearing, durable, moisture resistant and hygienic, ideal for the
kitchen and bathroom environment.

... are available in 23 beautiful colours.

... are UV stable so will not fade.

... are bespoke, they are made to any size to suit your design requirements.

... can be thermoformed into curves.

... are available with a choice of interesting and unusual edge treatments.

... can easily be drilled for hinges and handles.

... are easy to maintain with non-abrasive household cleaners. Any eventual
scratches can be removed simply by buffing with T-Cut or Brasso.

... can be cleaned with Parastat, an anti-static cleaner that is available from us.

... are also available in 4mm thickness in all the colours for splashbacks, light
pelmets, cornices or front panels for built-in appliances.

Features Benefits

Solid Non Porous

Waterproof

Stain resistant

Easy to clean

Hygienic - Germ Free

Repairable

Won’t delaminate

Acrylic UV-Stable

Colour stable

Will not fade

Thermoformable

High quality Exclusive

Upmarket

Brilliant/Vibrant colours Creative

High Gloss Reflections

Technical Data
Parapan® furniture-fronts made from solid 18mm acrylic and 4mm acrylic into doors and are manufactured according the requirements for

furniture-fronts based on DIN 68 861. 

Mechanical characteristics Parapan® Measurement unit Test regulation

Tensile strength 74 N/mm2 DIN 53 455

Tensile elongation at break 5,5 % DIN 53 455

Module of elasticity 3300 N/mm DIN 53 457

Apparent density 1,118 g/cm DIN 53 479

Peel strength of screws 1200 N Internal test

Tolerance of thickness + 9 bei 18mm % ISO 7823-1
+ 18 bei 4mm %

Mechanical characteristics Parapan® Measurement unit Test regulation

Surface roughness 0,003 μ DIN 4775

Gloss level High brilliancy - Visual evaluated

Abrasion resistance Good 150 U DIN 68 861

Scratch resistance Fulfiled - DIN 68 861 T4

Chemical loading Functional group Parapan® MDF Alkyd-resin-varnish Compressed wood DD-varnish

Coffee, tea 1A Unchanged Unchanged Unchanged

Wine, red and white 1A Unchanged Unchanged Unchanged

Ethanol 1A Unchanged Unchanged Small change

Olive oil 1A Unchanged Unchanged Unchanged

Blackcurrant juice 1A Unchanged Unchanged Unchanged

Thermal characteristics Parapan® Measurement unit Test regulation

Coefficient of elongation for 0 to 50ºC 70.10-6 1/K VDE 0304/1

Heat deflection temperature HDT 105 ºC ISO 75



Colour Range

Royal Blue (RAL 5013)
5380

Black
5299

Red (RAL 3001)
5655

Anthracite
5297
Anthracite is not available in 4mm.

Light Grey
5290

Pale Grey (RAL 9002)
5195

White White
5907

Mint
5421

Stone Grey
5295

Grey
5068

Brown
5776

Maroon
5771

Corn Yellow (Buttermilk)
5510 - Discontinued

Cream White
5196

Alpine White
5910

Lime
5440

Citrus Orange
5570

Cappuccino
5773

Latte
5772

Ivory (Beige)
(RAL 1015)
5525

Aubergine
5390

Dark Cyan
5471

Hot Pink
5601

These are the colour choices for Parapan® . Parapan® is the �nest quality high gloss solid acrylic in the market and the high gloss �nish is on both sides of the material.  Doors, drawer
fronts and panels are bespoke - made to any size to suit your design requirements. Parapan® is also extremely workable as it can be thermoformed into curves and machined like wood.
Parapan's durability and moisture-resistance make it especially suitable for kitchens, bathrooms and many commercial environments. Available with a choice of interesting and unusual
edge treatments.

Please note that the printed colours on this chart may vary slightly from the actual Parapan®

Landau Holdings Ltd, Landau House
                      Bontoft Avenue, Hull, HU5 4HF

t: 01482 440680   f: 01482 440683

e: info@parapan.co.uk      w:   www.parapan.co.uk
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